
PLD MILLED

•   303 Forged Stainless Steel       
•  Precision Milled                          
•   Deep AMP Face Milling          
•    Stealth or Satin Raw Finish  

•    Four Tour-Proven Models          

•    PP58 Midsize Blackout Grip     

PRECISION 
AND QUALITY 
From start to 
finish, each  
putter requires 
four hours of 
machine time.

K E Y  T E C H N O L O G I E S

Deep AMP (Aggressive Milling 
Pattern) face texture developed 
from Tour player input

TOUR VALIDATED 
PLD putters account for 
more than 20 wins in  
the last two years.



PLD MILLED

Anser

DS 72 Prime Tyne 4

Anser 2
•   Satin Raw Finish         

•   Slight Arc                       

•   350g                                 

•   Balance: Mid Hang     

•   Lie Angle: 20° +/- 4.0°

•  Loft: 3° +/- 3.0°

•   Stealth Finish               

•   Slight Arc                       

•   350g                                 

•   Balance: Mid Hang     

•   Lie Angle: 20° +/- 4.0°

•  Loft: 3° +/- 3.0°

•   Satin Raw Finish         

•   Straight Stroke           

•   365g                                 

•   Lie Angle: 20° +/- 2.0°

•  Loft: 3° +/- 3.0°

•   Stealth Finish               

•   Slight Arc                  

•   360g                                

•  Balance: Mid Hang     

•   Lie Angle: 20° +/- 4.0°

•  Loft: 3° +/- 3.0°

Proprietary graphite 
shaft w/ stealth finish

Steel shaft  
w/ chrome finish

Steel shaft  
w/ stealth finish

Steel shaft  
w/ chrome finish


